	LS series 

LS family of plastic injection machines are elbow-type machines featuring high efficiency, energy saving, fast cycle time and high precision. Variable displacement pump is applied to LS series, which incorporate single-cylinder plastic injection and differental clamping motion devices, and our major hydraulic and electric components are imported from branded suppliers.
	

	Plastic injection unit:
	

	- Linear position transducer monitoring plastic injection action
	

	- Single-cylinder plastic injection device (only applicable to LS260V and other inferior models)
	

	- Dual-cylinder plastic injection device (only applicable to LS320Vand other superior models)
	

	- Embedded injection cylinder mechanism (only applicable to LS260Vand other inferior models)
	

	- Alarming for shortage of molten plastic
	

	- Display of rotating speed of molten plastic
	

	- Tie rod protection system against cold startup
	

	- Anti-slip aluminum checkered plate
	

	- Nitride plastic melting screw and barrel
	

	- Feeding column port cooling system
	

	- Level 4 plastic injection pressure and speed control
	

	- Level 3 pressure-retaining pressure and speed
	

	- Plastic drawing options pre-and post-plastic melting
	

	- Level 2 plastic melting speed and pressure control
	

	- Pressure retaining options of time and position switching
	

	- Independent pressure and speed control for injection unit forward and backward option
	

	- Returning options before and after plastic injection
	

	- PID control of feeding column temperature
	

	- Automatic feeding column cleaning program
	

	- Adjusting device of back pressure of molten plastic 
	

	- Injection nozzle aligning device
	

	
	

	
	


